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GENERAL TOLERANCES (UNLESS

OTHERWISE SPECIFIED)

2 DEC. PLACES +/- 0.1mm

1 DEC. PLACE +/- 0.4mm

ANGULAR +/- 1/2 °

(2) A RADIUS OR CHAMFER OF O.2(MAX) IS PERMITTED IN THE

CORNERS OF BLIND HOLES, RECESSES OR STEPS

DRAWN

CHECKED

ENG. APP.

MATERIAL PROTECTIVE FINISH SCALE: 1:4

USED ON

1 2 3

DRAWN TO

BS 308

5 6 7

UNLESS OTHERWISE STATED:- (1) REMOVE ALL BURRS AND SHARP EDGES.3RD.ANGLE PROJECTION

4

CONTRACTOR'S DRAWING REF.

DIMENSIONS IN m.m.DISPLAZE LTD.
Unit A Merlin Centre, Gatehouse Close, Aylesbury, HP19 8DP, ENGLAND

TITLE

STATED)

(UNLESS OTHERWISE

H

11 128 9 10

PARTICULARS OF HOLESPARTICULARS OF HOLES

REF. QTY SIZEREF. QTY SIZE

C

D

A

M.I.C.

ISS DATEMOD.NO.CHANGE

15” LCD OFM with Touch Z150-OFM-01A

1 7-4-05


